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LEGEND NEW MARKING NOTES

EXISTING MARKING

LIMITS OF INITAL COAT
APPLICATION ~ 1 COAT
BLACK PAINT WITHOUT SAND

LIMITS OF TOP COAT
APPLICATION -~ 2 COATS
WHITE PAINT

LIMITS OF TOP COAT
APPLICATION - 1 COAT
BLACK PAINT WITH SAND

LIMITS OF TOP COAT
APPLICATION — 2 COATS
BLACK PAINT WITHOUT SAND

1. INITIAL COAT APPUICATION IS TO CONSIST OF A
SINGLE APPLICATION OF BLACK PAINT, WITHQUT
SAND, TO THE DIMENSIONS SHOWN,

2. TOP COAT APPLICATION IS TO CONSIST OF:
e A SINGLE APPLICATION OF BLACK PAINT,
WITH SAND;
e TWO COATS OF WHITE PAINT, WITH GLASS
BEADS APPLIED DURING THE SECOND COAT;
o TWO COATS OF BLACK BORDER PAINT TQ
SURROUND THE NEW THRESHOLD MARKINGS,

3.  MARKING APPLICATION OUTSIDE OF THE LIMITS
SHOWN WILL NOT BE PAID FOR,

4. ALL RUNWAYS HAVE GROOVED SURFACES. SEE
DETAIL "B" ON SHEET 9.

UNO47

K:\ChompaignAp\DBOG904 Remork Thresholds\Drow\Sh
FILE: 10_MarkDetoils2.dwg
LAYOUT: Layeuti

UPDATE BY: Sean Smith

SURVEY BOOK #

DATE: April 28, 2007 5:35:44 PM
XREF DWG: Cintinfo.dwg

tb.dwg
REVISIONS
NUMBER By DATE
0 1 2
— e —

THIS BAR (S EQUAL TO 2"
AT FULL SCALE {34%22).

UNIVERSITY OF ILLINOIS
WILLARD AIRPORT
REMARK RUNWAY THRESHOLDS
PAVEMENT MARKING DETAILS
SHEET 2

@ Copyright CMT, inc,

CRAWFORD, MURPHY & TILLY, NC.
CONSULTING ENGINEERS

Licensa No. 184-000613

Ol cur

Soroaceinanen
DESIGN BY: SMS

DRAWN BY: CMT

CHECKED BY:

APPROVED BY:

DATE: 04/27/2007

JOB No: 06059~04~00

. PROJECT: CMI~3662
AlLP. PROJECT: 3-17-0016-23

SHEET 10 OF 10 SHEETS




